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1
INTEGRATED CIRCUIT DEVICE,
INFORMATION PROCESSING APPARATUS,
MEMORY MANAGEMENT METHOD FOR
INFORMATION STORAGE DEVICE, MOBILE
TERMINAL APPARATUS, SEMICONDUCTOR
INTEGRATED CIRCUIT DEVICE, AND
COMMUNICATION METHOD USING
MOBILE TERMINAL APPARATUS

CROSS REFERENCES TO RELATED
APPLICATIONS

The present application is a continuation of U.S. patent
application Ser. No. 12/402,190, filed on Mar. 11, 2009,
which is a divisional of Ser. No. 10/362,691 filed on Feb. 26,
2003, whichis a35 U.S.C. §371 filing based on PCT/JP2002/
06323, filed on Jun. 25, 2002, which claims priority to Japa-
nese Patent Application No. JP 2001-194748, filed in the
Japanese Patent Office on Jun. 27, 2001, and JP2001-194749
filed Jun. 27, 2001, the entire contents of which are being
incorporated herein by reference.

BACKGROUND

The present invention relates to information storage media
with memory regions, IC chips with memory regions, infor-
mation processing apparatuses having the IC chips with the
memory regions, and memory management methods for the
information storage media, and particularly relates to an
information storage medium for use by being placed in an
information processing apparatus such as a cellular phone or
a PDA (Personal Digital Assistant), an IC chip with a memory
region, an information processing apparatus having the IC
chip with the memory region, and a memory management
method for the information storage medium.

More particularly, the present invention relates to an infor-
mation storage medium in which one or more applications are
allocated to a memory region, an IC chip with a memory
region, an information processing apparatus having the IC
chip with the memory region, and a memory management
method for the information storage medium, and more par-
ticularly relates to an information storage medium for con-
trolling the right to access each application allocated to a
memory region, an IC chip with a memory region, an infor-
mation processing apparatus having the IC chip with the
memory region, and a memory management method for the
information storage medium.

The present invention also relates to a mobile terminal
having an IC chip placed therein, which is driven by receiving
power using wireless communication with an external appa-
ratus, and to an IC card for use in conjunction with the mobile
terminal, and more particularly relates to a mobile terminal
having an IC chip placed therein, which is driven by receiving
power using wireless communication with an external appa-
ratus and which has a memory function, a control method
therefor, and an IC card with a memory function.

More particularly, the present invention relates to a mobile
terminal in which one or more applications are allocated to a
memory region on an IC chip, a control method therefor, and
an [C card in which one or more applications are allocated to
a memory region, and more particularly relates to a mobile
terminal for controlling the right to access each application
allocated to a memory region on an IC chip in application
units, a control method therefor, and an IC card for control-
ling the right to access each application allocated to a memory
region in application units.
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2

Various apparatuses using a personal identification number
or password for identification and authentication have been
devised and put into practical use. (In general, the term “per-
sonal identification number” refers to a character string rep-
resented by a combination of numerals from 0 to 9, and the
term “password” refers to a character string represented using
numerals and general characters such as alphabet. In this
specification, a set of a personal identification number and
password may also be referred to as a “personal identification
code (PIC)”.)

For example, when a user wants to use an automatic teller
machine (ATM) card at a bank or other financial institution,
the user is prompted by a cash dispenser or the like to enter a
personal identification number or password as means of iden-
tification. After it is confirmed that the user has entered the
correct personal identification number or password, the user
can draw money from the cash dispenser.

Other applications for the personal identification code
include entering a personal identification code at a safety box
placed at an accommodation facility such as a hotel, entering
a password when logging into a computer, and concealing
information on an information terminal.

A storage medium such as a magnetic stripe on a known
ATM card for a bank has a storage region for use solely in that
bank. Entering the above-described personal identification
number or password merely accesses the single storage
region. The user is thus required to prepare cards for indi-
vidual objectives or purposes and separately use the plural
cards.

Recently, contactless IC cards have become widely used.
For example, an IC card reader/writer placed at a cash dis-
penser, the entrance to a concert hall, or the ticket gate of a
station accesses an IC card held thereabove in a contactless
manner. The user inputs a personal identification number or
password to the IC card reader/writer, and the input personal
identification number or password is checked against a per-
sonal identification number or password stored on the IC
card, thus performing identification or authentication
between the IC card and the IC card reader/writer. When the
identification or authentication succeeds, for example, the use
of an application stored in the IC card is permitted. One
possible type of application stored in the IC card is value
information, such as electronic money or an electronic ticket.

Due to the improvement of miniaturization technology, IC
cards with relatively high-capacity storage spaces have
appeared and been widely used recently. Since known ATM
cards only have a single storage region, that is, a single appli-
cation, the user is required to carry a plurality of cards in
accordance with objectives or purposes. In contrast, an IC
card with a high-capacity memory stores a plurality of appli-
cations at the same time. A single IC card thus serves a
plurality of purposes. For example, a single IC card stores two
or more applications, such as electronic money for conduct-
ing electronic transactions and an electronic ticket for enter-
ing a specific concert hall. This single IC card serves various
purposes.

When such an IC card with a high-capacity memory func-
tion (or a semiconductor IC chip with a data carrier function
and/or an authentication function) is placed on a mobile ter-
minal such as a cellular phone, a user having the mobile
terminal is allowed to exchange electronic value information
with the outside world, such as conducting an electronic
transaction.

Since known ATM cards have only a single purpose (as
described above), a magnetic stripe on each ATM card has a
single personal identification number or password to manage
the security of the entire card.
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In contrast, IC cards with memory functions capable of
storing a plurality of applications and mobile terminals hav-
ing such IC cards (or IC chips) placed therein are required to
control the right to access each application because, when a
single personal identification code is used to open access to all
applications on the IC card, the security in case of loss or theft
of the IC card is greatly degraded.

As a memory region placed on the IC card expands due to
progress in the manufacturing technology, more numerous
applications are allocated to the memory region on the IC
card. When the applications are simply allocated to the
memory region, the application arrangement becomes com-
plicated for the user, and the user has difficulty in classitying
and organizing the applications on the memory region.

In a case in which the right to access the applications is
controlled by individual personal identification codes, when
the user wants to use a plurality of correlated applications in
a series of transactions, the user is required to sequentially
input personal identification codes in the same transactions.
As a result, the operability of the apparatus is greatly
degraded.

It is an object of the present invention to provide an
improved information storage medium with a memory
region, an IC chip with a memory region, an information
processing apparatus having the IC chip with the memory
region, and a memory management method for the informa-
tion storage medium.

It is another object of the present invention to provide an
improved information storage medium for use by being
placed on an information processing apparatus such as a
cellular phone or a PDA (Personal Digital Assistant), an IC
chip with a memory region, an information processing appa-
ratus having the IC chip with the memory region, and a
memory management method for the information storage
medium.

It is yet another object of the present invention to provide
an improved information storage medium in which one or
more applications are allocated to a memory region, an IC
chip with a memory region, an information processing appa-
ratus having the IC chip with the memory region, and a
memory management method for the information storage
medium.

It is a further object of the present invention to provide an
improved information storage medium for controlling the
right to access each application allocated to a memory region,
an IC chip with a memory region, an information processing
apparatus having the IC chip with the memory region, and a
memory management method for the information storage
medium.

It is another object of the present invention to provide an
improved information storage medium for efficiently manag-
ing a plurality of applications allocated to a memory region,
an IC chip with a memory region, an information processing
apparatus having the IC chip with the memory region, and a
memory management method for the information storage
medium.

SUMMARY

In view of the foregoing objects, according to a first aspect
of the present invention, an integrated circuit device or a
memory management method for an information storage
device is provided including memory allocating means or
step for allocating a memory region to each application;
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personal identification code setting means or step for set-
ting, for each application allocated to the memory region, a
personal identification code for controlling the right to access
each application; and

accessibility/inaccessibility managing means or step for
managing each application allocated to the memory region to
be accessible/inaccessible,

wherein the accessibility/inaccessibility managing means
or step sets each application for which the personal identifi-
cation code is set to be inaccessible in a default setting, and,
in response to the fact that the personal identification code
input from a user matches the set personal identification code,
the accessibility/inaccessibility managing means or step sets
the corresponding application to be accessible.

The integrated circuit device according to the first aspect of
the present invention is provided in the form of, for example,
an IC chip. A cartridge which has the IC chip with an antenna
and which is formed in the size of a credit card is generally
referred to as an “IC card”. The IC chip is used by being
embedded in a mobile terminal such as a cellular phone or a
PDA or in other information processing apparatuses. The IC
card may be used by being inserted into an information pro-
cessing apparatus. Applications for the IC chip or IC card
include functions related to value information, such as pre-
paid electronic money or an electronic ticket. In the following
description, the functions provided by the IC chip or IC card
may also be referred to “applications”.

By allocating the memory region to each application in a
hierarchical manner using directories, the memory allocating
means or step manages the memory space in the IC card
arranged as a hierarchical structure. Accordingly, correlated
applications, such as a plurality of applications used in a
series of transactions, are stored in the same directory to
enable the user to efficiently classify and organize the appli-
cations.

When an external apparatus has a card reader, the external
apparatus can access the IC chip via a wireless interface. The
right to access the memory region in the IC chip or the like is
controlled by matching of personal identification codes. A
personal identification code may be input using an informa-
tion processing apparatus having embedded therein the IC
chip to disengage the lock. Subsequently, a wireless link may
be established, and access to the memory region may be
permitted. Alternatively, after a wireless link between the IC
chip in the information processing apparatus and the external
apparatus is established, the access right is controlled on the
basis of a personal identification code input using the external
apparatus.

In such a case, the personal identification code setting
means or step may set, for each application and directory, the
personal identification code for controlling the right to access
each application and directory. The accessibility/inaccessi-
bility managing means or step may set each application and
directory for which the personal identification code is set to be
inaccessible in the default setting, and, in response to the fact
that the personal identification code input from the user
matches the set personal identification code, the accessibility/
inaccessibility managing means or step may set the corre-
sponding application or directory to be accessible.

In response to the fact that the personal identification code
input from the user matches the personal identification code
set for one of the directories, the accessibility/inaccessibility
managing means or step may set all applications and sub-
directories under the directory to be accessible.

According to the integrated circuit device and the memory
management method for the information storage device
according to the first aspect of the present invention, the



US 9,384,618 B2

5

memory space has a hierarchical structure. By allocating a
directory to each application, the applications are efficiently
managed in directory units.

For example, highly-correlated applications, such as those
used in a series of transactions, are registered in the same
directory (and highly-correlated sub-directories are regis-
tered in the same directory). Accordingly, the application and
directory arrangement in the memory region is well orga-
nized, and the user can efficiently classify and organize the
applications.

According to the integrated circuit device and the memory
management method for the information storage device
according to the first aspect of the present invention, in addi-
tion to setting the personal identification code for each appli-
cation, the personal identification code can be set for each
directory. In addition to controlling the access right in appli-
cation units, the access right can be efficiently controlled in
directory units.

For example, the user inputs a personal identification code
corresponding to a directory. The input personal identifica-
tion code is checked and authenticated, and the user is thus
given the right to access all applications (and sub-directories)
in the directory. For example, the user obtains the right to
access all applications used in a series of transactions by
inputting a personal identification code for the corresponding
directory once. Access control is thus efficiently performed,
and the operability of the apparatus is thus improved.

The integrated circuit device or the memory management
method for the information storage device according to the
first aspect of the present invention may further include pri-
vate key setting means or step for setting, for each application
and directory allocated to the memory region, a private key
for authentication. In such a case, the accessibility/inaccessi-
bility managing means or step may set the inaccessible appli-
cation or directory to be accessible when the inaccessible
application or directory is mutually authenticated by a prede-
termined certificate authority using the private key.

The integrated circuit device or the memory management
method for the information storage device may further
include access denying means or step for causing each acces-
sible application and directory to be inaccessible in response
to cutting off the power to the integrated circuit device or the
information storage device.

When the IC card is lost or stolen, the user may suffer from
damage since the applications and directories may be used
without permission or fraudulently. According to the first
aspect of the present invention, access to all applications and
directories is automatically denied in response to cutting off
the power to the IC card. In case of loss of IC card, the IC card
is prevented from being maintained as accessible and from
being used fraudulently by a malicious user.

The integrated circuit device or the memory management
method for the information storage device may include num-
ber-of-input-failure storing means or step for storing the num-
ber of failures of input of the personal identification code for
each application and directory allocated to the memory
region; and maximum-permissible-number-of-input-failure
setting means for setting the maximum permissible number
of failures of input of the personal identification code for each
application and directory allocated to the memory region. In
such a case, the accessibility/inaccessibility managing means
or step may set the application or directory in which the
number of input failures has reached the maximum permis-
sible number of inputs to be inaccessible.

The integrated circuit device or the memory management
method for the information storage device may include num-
ber-of-input-failure initializing means or step for clearing the
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6

number of input failures stored in the number-of-input-failure
storing means or step by a manager mutually authenticated by
a predetermined certificate authority.

According to a second aspect of the present invention, a
mobile terminal apparatus is provided including:

a semiconductor integrated circuit device having a memory
region;

one or more applications allocated to the memory region,
wherein the right to access each application is controlled by a
personal identification code;

a wireless interface for enabling the semiconductor inte-
grated circuit device to perform wireless communication with
an external apparatus;

a wired interface for performing wired communication
with the semiconductor integrated circuit device;

user input means for inputting, from a user, the personal
identification code and other data;

checking means for transferring the personal identification
code input from the user input means via the wired interface
to the semiconductor integrated circuit device and for check-
ing the personal identification code with a personal identifi-
cation code for each application allocated to the memory
region; and

access-right control means for giving, as a result of check-
ing by the checking means, a right to the user to access the
application in which the personal identification codes match
each other.

The term mobile terminal apparatus here indicates an infor-
mation processing apparatus, such as a cellular phone or a
PDA (Personal Digital Assistant), which is small and light
enough to be carried by the user. Also, the term semiconduc-
tor integrated circuit device indicates an IC chip with an
authentication function for implementing the access opera-
tion.

The IC chip placed on the mobile terminal apparatus
according to the second aspect of the present invention
includes a wireless interface for establishing a wireless link
with an external apparatus such as a reader/writer and a wired
interface for establishing an internal connection with a con-
troller of the mobile terminal having the IC chip. In response
to establishment of a wireless link with the reader/writer, the
IC chip can be activated by electromagnetic waves sent from
the reader/writer.

The IC chip placed on the mobile terminal apparatus
according to the second aspect of the present invention
includes the memory region. One or more applications are
allocated to the memory region. The right to access each
application is controlled by the personal identification code
such as a personal identification number or password. The
term application here includes value information, such as
electronic money or an electronic ticket.

When a wireless link with the external apparatus such as
the reader/writer is established, a personal identification code
input using the reader/writer may be input to the IC chip via
the wireless interface. A personal identification code input
from a user input unit such as a keyboard of the mobile
terminal apparatus may be input to the IC chip via the wired
interface. The personal identification code input via the wire-
less interface or the wired interface is checked against the
correct personal identification code, and the right to access
the corresponding application is given if the personal identi-
fication codes match each other.

According to the second aspect of the present invention, a
personal identification code for a desired application is input
using the mobile terminal apparatus. The mobile terminal is
held towards the external apparatus such as the reader/writer,
and hence the application can be used using the external
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apparatus (such as conducting an electronic transaction).
Accordingly, the user can input a personal identification code
using the user’s mobile terminal the user is familiar with,
instead of using a user interface of the external apparatus the
user is unfamiliar with, and the input personal identification
code is thus checked. In other words, a personal identification
code may be input using the information processing appara-
tus having the IC chip embedded therein to disengage the
lock. Subsequently, a wireless link may be established with
the external apparatus, thus permitting access to the memory
region. Needless to say, after a wireless link between the IC
chip in the information processing apparatus and the external
apparatus is established, the access right may be controlled on
the basis of a personal identification code input using the
external apparatus.

The access-right control means may permit the external
apparatus to access the application for which the access right
is given via the wireless interface using wireless communi-
cation.

Inresponseto detecting no electromagnetic waves from the
external apparatus connected via the wireless interface, the
access-right control means may determine that a series of
transactions related to the application for which the access
right is given has terminated and performs transaction termi-
nation processing. As a result, after being used, the IC chip is
not maintained in a state in which each application is acces-
sible. For example, when the mobile terminal apparatus is lost
or stolen, unauthorized use of the application is prevented.
The user is thus prevented from suffering from unauthorized
use or theft of value information such as electronic money.

In response to receiving no response within a predeter-
mined period of time in response to a command sent from the
IC chip via the wireless interface, the access-right control
means may determine that a series of transactions between
the external apparatus and the IC chip, which are connected
with each other via the wireless interface, has terminated
normally or abnormally and may perform termination pro-
cessing. As a result, after the wireless link with the external
apparatus is broken, the IC chip is not maintained in a state in
which each application is accessible. For example, when the
mobile terminal apparatus is lost or stolen, unauthorized use
of the application is prevented. The user is thus prevented
from suffering from unauthorized use or theft of value infor-
mation such as electronic money.

The mobile terminal apparatus according to the second
aspect of the present invention may further include personal
identification code registering means for registering in
advance the personal identification code for each application;
program activating means; and personal identification code
input means for inputting the personal identification code for
the corresponding application in accordance with the acti-
vated program to the IC chip via the wired interface. In such
a case, the user selects a desired program from a menu screen
displayed on the display, and the corresponding program is
called to the mobile terminal. In response to the activated
program, a personal identification code for the corresponding
application is input to the IC chip via the wired interface, and
the right to access the application is thus given. The user can
omit the inputting of a personal identification code for a
desired application, and operability is improved.

Inresponseto being connected to the external apparatus via
the wireless interface and thus receiving power, the IC chip
may notify via the wired interface of the necessity to input the
personal identification code for accessing the memory region
on the IC chip. In response to the notification, the mobile
terminal having the IC chip displays a dialog on a display or
emits a beep to prompt the user. Accordingly, the user is
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reliably reminded of the necessity to input a personal identi-
fication code when the user holds the mobile terminal above
the external apparatus such as the reader/writer to use the
application. Application use in every aspect of the user’s
everyday life is thus facilitated.

According to a third aspect of the present invention, a
communication method using a mobile terminal apparatus
having a semiconductor integrated circuit device which has a
memory region and which communicates with an external
apparatus is provided.

The mobile terminal apparatus includes a wireless inter-
face for enabling the semiconductor integrated circuit device
to perform wireless communication with the external appa-
ratus and a wired interface for performing wired communi-
cation with the semiconductor integrated circuit device in the
mobile terminal apparatus.

One or more applications is allocated to the memory
region, wherein the right to access each application is con-
trolled by a personal identification code. The communication
method includes:

a user input step of inputting, from a user, the personal
identification code;

a sending step of sending the personal identification code
input in the user input step via the wired interface to the
semiconductor integrated circuit device;

a checking step of checking the personal identification
code input in the user input step against a personal identifi-
cation code for each application allocated to the memory
region; and

an access-right control step of giving, as a result of check-
ing in the checking step, a right to the user to access the
application in which the personal identification codes match
each other.

The semiconductor integrated circuit device placed on the
mobile terminal apparatus according to the third aspect of the
present invention is formed of, for example, an IC chip. The
IC chip includes a wireless interface for establishing a wire-
less link with an external apparatus such as a reader/writer
and a wired interface for establishing an internal connection
with a controller of the mobile terminal apparatus having the
IC chip. In response to establishment of a wireless link with
the reader/writer, the IC chip is activated by electromagnetic
waves sent from the reader/writer.

The semiconductor integrated circuit device placed on the
mobile terminal apparatus according to the third aspect of the
present invention has the memory region of relatively high
capacity. One or more applications are allocated to the
memory region. The right to access each application is con-
trolled by the personal identification code such as a personal
identification number or password. The term application here
includes value information, such as electronic money or an
electronic ticket.

When a wireless link with the external apparatus such as
the reader/writer is established, a personal identification code
input using the reader/writer may be input to the IC chip via
the wireless interface. A personal identification code input
from a user input unit such as a keyboard of the mobile
terminal apparatus may be input to the IC chip via the wired
interface. The personal identification code input via the wire-
less interface or the wired interface is checked against the
correct personal identification code, and the right to access
the corresponding application is given if the personal identi-
fication codes match each other.

According to the third aspect of the present invention, a
personal identification code for a desired application is input
using the mobile terminal apparatus. The mobile terminal is
held towards the external apparatus such as the reader/writer,
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and hence the application can be used using the external
apparatus (such as conducting an electronic transaction).
Accordingly, the user can input a personal identification code
using the user’s mobile terminal the user is familiar with,
instead of using a user interface of the external apparatus the
user is unfamiliar with, and the input personal identification
code is thus checked.

In the access-right control step, the external apparatus may
be permitted to access the application for which the access
right is given via the wireless interface using wireless com-
munication.

In the access-right control step, in response to detecting no
electromagnetic waves from the external apparatus connected
via the wireless interface, it may be determined that a series of
transactions related to the application for which the access
right is given has terminated, and transaction termination
processing may be performed. As a result, after being used,
the semiconductor integrated circuit device is not maintained
in a state in which each application is accessible. For
example, when the mobile terminal apparatus is lost or stolen,
unauthorized use of the application is prevented. The user is
thus prevented from suffering from unauthorized use or theft
of value information such as electronic money.

In the access-right control step, in response to receiving no
response within a predetermined period of time in response to
a command sent from the IC chip via the wireless interface, it
may be determined that a series of transactions between the
external apparatus and the IC chip, which are connected with
each other via the wireless interface, has terminated normally
or abnormally, and termination processing may be per-
formed. As a result, after the wireless link with the external
apparatus is broken, the IC chip is not maintained in a state in
which each application is accessible. For example, when the
mobile terminal apparatus is lost or stolen, unauthorized use
of the application is prevented. The user is thus prevented
from suffering from unauthorized use or theft of value infor-
mation such as electronic money.

The communication method using the mobile terminal
apparatus according to the third aspect of the present inven-
tion may further include a personal identification code regis-
tering step of registering in advance the personal identifica-
tion code for each application; a program activating step; and
a personal identification code input step of inputting the per-
sonal identification code for the corresponding application in
accordance with the activated program to the semiconductor
integrated circuit device via the wired interface. In such a
case, the user selects a desired program from a menu screen
displayed on the display, and the corresponding program is
called to the mobile terminal. In response to the activated
program, a personal identification code for the corresponding
application is input to the semiconductor integrated circuit
device via the wired interface, and the right to access the
application is thus given. In such a case, the user can omit the
inputting of a personal identification code for a desired appli-
cation, and operability is improved.

The communication method using the mobile terminal
apparatus may further include a notification step of notitying,
in response to the fact that the semiconductor integrated cir-
cuit device is connected to the external apparatus via the
wireless interface and thus receives power, of the necessity to
input the personal identification code for accessing the
memory region via the wired interface. In response to the
notification, the mobile terminal apparatus having the IC chip
displays a dialog on a display or emits a beep to prompt the
user. Accordingly, the user is reliably reminded of the neces-
sity to input a personal identification code when the user holds
the mobile terminal above the external apparatus such as the
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reader/writer to use the application. Application use in every
aspect of the user’s everyday life is thus facilitated.

Further objects, features, and advantages of the present
invention will become apparent from a more-detailed
description of the preferred embodiments of the present
invention with reference to the attached drawings.

BRIEF DESCRIPTION OF THE FIGURES

FIG. 1 is a diagram schematically showing the hardware
configuration of a mobile terminal 10 according to an
embodiment of the present invention.

FIG. 2 is a conceptual diagram showing the mechanism of
wireless communication between a reader/writer and an IC
chip 50 based on electromagnetic induction.

FIG. 3 is a model diagram of a system formed of the
reader/writer 101 and the IC chip 50, the system serving as a
transformer.

FIG. 4 is a block diagram showing the internal functional
configuration of the IC chip 50 embedded in the mobile
terminal 10 according to a first embodiment of the present
invention.

FIG. 5 is a diagram schematically showing an example of
the configuration of a memory space in a memory 52 shown
in FIG. 4.

FIG. 6 is a diagram schematically showing the data struc-
ture of a personal identification code defining region.

FIG. 7 is a flowchart showing a process of controlling the
right to access a directory or application in accordance with a
personal identification code input from a user.

FIG. 8 is a flowchart showing a process of controlling the
right to access a directory or application using a private key
instead of the personal identification code input from the user.

FIG. 9 is a flowchart showing a process of controlling the
right to access an application or directory on the basis of the
number of failures of input of the personal identification code.

FIG. 10 is a diagram schematically showing the mecha-
nism for automatically causing an access-permitted memory
region to be inaccessible by cutting off the power supply.

FIG. 11 is a diagram showing the internal functional con-
figuration of an IC chip 50 embedded in a mobile terminal 10
according to a second embodiment of the present invention.

FIG. 12 is a flowchart showing a process of permitting
access to an application allocated to a memory 52 by checking
a personal identification code input from a user input unit 11
of the mobile terminal 10.

FIG. 13 is a flowchart showing a process of controlling the
right to access an application on the basis of the result of
detecting electromagnetic waves sent from an external appa-
ratus 50.

FIG. 14 is a flowchart showing a process of controlling the
right to access an application on the basis of a response from
an external apparatus 100 in response to a command sent from
the IC chip 50.

FIG. 15 is a flowchart showing a process of prompting the
user to input a personal identification code to the mobile
terminal in response to establishment of a wireless link
between the IC chip 50 and the external apparatus 100 via an
RF unit 51.

FIG. 16 is a diagram schematically showing the hardware
configuration of a mobile terminal 10-2 according to a third
embodiment of the present invention.

FIG. 17 is a flowchart showing a process of omitting input
of'a personal identification code by activating a program.

DETAILED DESCRIPTION

With reference to the drawings, embodiments of the
present invention will now be described in detail.
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A. System Configuration

FIG. 1 schematically shows the hardware configuration of
a mobile terminal 10 according to an embodiment of the
present invention. The mobile terminal 10 is an information
processing terminal, such as a cellular phone or a PDA (Per-
sonal Digital Assistant), which is small and light enough to be
carried by a user.

The mobile terminal 10 shown in the diagram includes an
IC chip 50 which is driven by receiving power using wireless
communication with an external apparatus and which has a
memory function, a controller 11 for controlling the overall
internal operation of the mobile terminal 10, a user input unit
12 formed of keys/buttons for inputting by the user various
character strings and commands, such as a personal identifi-
cation number or password, and a display unit 13, such as an
LCD (liquid Crystal Display), for displaying the processing
result. Needless to say, the mobile terminal 10 may include
peripheral units and circuit components other than those
shown in the diagram in order to implement the primary
function of the mobile terminal 10.

A cartridge which has an IC chip with an antenna and
which is formed in the size of a credit card is generally
referred to as an “IC card”.

The mobile terminal 10 can be equipped with the IC chip
50 in a variety of different ways. For example, a semiconduc-
tor IC chip in conjunction with a wireless antenna may be
embedded in the mobile terminal 10. Alternatively, a card-
shaped IC chip, that is, an IC card, may be used by being
inserted into a card slot arranged in the mobile terminal 10.
Applications for the IC chip or IC card include functions
related to value information, such as prepaid electronic
money or an electronic ticket. In the following description,
the functions provided by the IC chip or IC card may also be
referred to “applications”.

The controller 11 is formed by integrating a CPU (Central
Processing Unit), a ROM (Read Only Memory), a RAM
(Random Access Memory), and the like. The controller 11
executes program code stored on the ROM to control various
operations in the mobile terminal 10.

The IC chip 50 includes a wireless interface 14 for estab-
lishing a wireless link with an external apparatus 100 and a
wired interface 15 for establishing a wired connection with
the controller 11 of the mobile terminal 10. The wireless
interface 14 uses, for example, a contact interface standard
defined by ISO 7816 or a wireless interface standard defined
by ISO 14443. The scheme for establishing a link or connec-
tion between the IC chip 50 and the external apparatus 100
will be described later.

The IC chip 50 is manufactured by adopting, for example,
a contactless IC chip technology. The IC chip 50 is driven by
electromagnetic waves received from the external apparatus
100 via the wireless interface 14. In other words, when the
user is not holding the mobile terminal 10 above the external
apparatus 100, electromagnetic waves from the external
apparatus 100 do not reach the mobile terminal 10, and the
operation of'the IC chip 50 is deactivated. In this embodiment,
the right to access the interior of the IC chip 50 disappears in
response to cutting off the electromagnetic waves (this will be
described later).

The IC chip 50 according to this embodiment has a
memory region. Such a memory region is made possible by
miniaturization technology. The memory region is formed of
a semiconductor memory, a magnetic stripe, or other read-
able/writable storage media. One or more applications are
allocated to the memory region. One example of application
is value information, such as electronic money or an elec-
tronic ticket.
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In this embodiment, a memory space in the IC chip 50 has
a hierarchical structure. Each application is allocated a direc-
tory. This enables applications to be efficiently managed in
directory units. This will be described in detail later.

In order to protect value information stored in the memory
space in the IC chip 50 from being used without permission or
stolen, a personal identification code such as a personal iden-
tification number or password is set for each application. As a
result, the right to access the memory region is controlled in
application units. For example, a personal identification code
input via the wireless interface 14 or the wired interface 15 is
checked against a personal identification code for each appli-
cation, and the right to access each application is given when
the compared personal identification codes match each other
(described later).

In this embodiment, apart from the above features in that
the memory space has a hierarchical structure, that each
application is allocated a directory, and that a personal iden-
tification code is set for each application, a personal identifi-
cation code may also be set for each directory. The right to
access is controlled not only in application units but also in
directory units efficiently. The access right control will be
described in detail later.

The external apparatus 100 is an apparatus using an appli-
cation allocated to the memory region on the IC chip 50. The
external apparatus 100 includes a reader/writer 101 for estab-
lishing a wireless link with the IC chip 50 using, for example,
a contactless IC chip technology. Needless to say, the external
apparatus 100 is equipped with other circuit components and
peripheral devices for performing arithmetic processing for
specific operations, and a display unit and an input unit for
performing interactive input with the user (all of which are
not shown).

The external apparatus 100 corresponds to, for example, an
apparatus such as an ATM (Automatic Teller Machine) ter-
minal in a bank for using electronic money; an apparatus for
processing electronic value information, such as that installed
at the entrance of a concert hall or the gate of a station or
airport for using electronic tickets; and an apparatus such as a
safety box at an accommodation facility for performing user
identification or authentication.

According to the system configuration such as that shown
in FIG. 1, the user inputs a personal identification code from
the user input unit 12 of the mobile terminal 10 and disen-
gages the lock. In some cases, the user confirms the numerals
which are input by the user and which are displayed on the
display unit 13 and sends the input personal identification
code to the IC chip 50 embedded in the mobile terminal 10 via
the wired interface 15. In the IC chip 50, the personal identi-
fication code input from the user is checked against a personal
identification code set for each application or directory on the
memory region. If the personal identification codes match
each other, the user is given the right to access the memory
region allocated to the corresponding application or directory.
Alternatively, after a wireless link is established between the
IC chip 50 in the mobile terminal 10 and the external appa-
ratus 100, the right to access each application is controlled on
the basis of a personal identification code input using the
external apparatus 100.

Wireless communication between the reader/writer 101
and the IC chip 50 is implemented on the basis of, for
example, the principle of electromagnetic induction. FIG. 2
conceptually depicts the mechanism of wireless communica-
tion between the reader/writer 101 and the IC chip 50 based
on electromagnetic induction. The reader/writer 101 includes
an antenna LRW formed of a loop coil. Allowing electric
current IRW to flow through the antenna LRW generates a
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magnetic field around the antenna LRW. In contrast, at the IC
chip 50 side, a loop coil LC is provided around the IC chip 50
in an electrical sense. At the ends of the loop coil LC of'the IC
chip 50, voltage is induced by the magnetic field generated by
the loop antenna L.C of the reader/writer 101, and the induced
voltage is input to a terminal of the IC chip 50 connected to the
ends of the loop coil LC.

The degree of coupling between the antenna LRW of the
reader/writer 101 and the loop coil LC of the IC chip 50
changes depending on the positional relationship thereof. It
can be regarded that, as a system, a single transformer is
provided. This can be depicted in the model diagram shown in
FIG. 3.

The reader/writer 101 modulates the current IRW flowing
through the antenna LRW to modulate a voltage V0 induced
in the loop coil LC of the IC chip. Using this phenomenon, the
reader/writer 101 sends data to the IC chip 50. The data sent
in this case includes a personal identification code, such as a
personal identification number or password input from the
user at the external apparatus 100 side, for obtaining the right
to access each application or directory, and value information
e.g., electronic money or an electronic ticket, provided by
each application.

The IC chip 50 has a load switching function for changing
a load between terminals of the loop coil LC in accordance
with data to be sent to the reader/writer 101. When the load
between the terminals of the loop coil L.C changes, the imped-
ance between the antenna terminals of the reader/writer 101
changes. This results in a fluctuation in passing current IRW
or voltage VRW of the antenna LRW. Demodulation of the
fluctuation enables the reader/writer 101 to receive the data
sent from the IC chip 50. The data received by the external
apparatus 100 from the IC chip 50 includes value informa-
tion, such as electronic money or an electronic ticket, pro-
vided by each application.

B. First Embodiment

In a first embodiment of the present invention, a storage
region in the IC chip 50 embedded in the mobile terminal 10
has a hierarchical structure using directories. Each applica-
tion allocated to the memory region is registered in a directory
ata desired hierarchical level. For example, highly-correlated
applications, such as applications for use in a series of trans-
actions, are registered in the same directory (and highly-
correlated sub-directories are registered in the same direc-
tory). Accordingly, the application and directory arrangement
in the memory region is well organized, and the user can
efficiently classity and organize the applications.

Hierarchical control over the access right is implemented
by setting a personal identification code for each application,
and, in addition to this, by setting a personal identification
code for each directory. For example, the user inputs a per-
sonal identification code corresponding to a directory. The
input personal identification code is checked and authenti-
cated, and the user is thus given the right to access all appli-
cations (and sub-directories) in the directory. For example,
the user obtains the right to access all applications used in a
series of transactions by inputting a personal identification
code for the corresponding directory once. Access control is
thus efficiently performed, and the operability of the appara-
tus is thus improved.

FIG. 4 illustrates the internal functional configuration of
the IC chip 50 embedded in the mobile terminal 10 according
to this embodiment.

As shown in the diagram, the IC chip 50 includes an RF
unit 51 having connected thereto an antenna for establishing
a wireless link with the reader/writer 101 of the external
apparatus 100, amemory 52 having a storage region individu-
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ally allocated to each application, such as purchased-ticket
information or depositor information (electronic money) at a
bank, a checker 53 for comparing and checking a personal
identification code, a wired interface 54, and a controller 55
for controlling the components in a general manner.

The controller 55 is formed by integrating a CPU (Central
Processing Unit), a ROM (Read Only Memory), a RAM
(Random Access Memory), and the like. The controller 55
executes program code stored on the ROM to control the
internal operation of the IC chip 50. Also, the controller 55
communicates with the controller 11 of the mobile terminal
10 via the wired interface 54.

The memory 52 is used to allocate a storage region to one
or more applications. The memory 52 can be implemented as
any type of readable/writable storage medium, such as a
semiconductor memory or a magnetic stripe, and is not lim-
ited to a particular device.

In this embodiment, a storage space of the memory 52 has
a hierarchical structure using directories. Specifically, each
application allocated to the memory region can be registered
in a directory at a desired hierarchical level. For example,
highly-correlated applications, such as applications for use in
a series of transactions, are registered in the same directory
(and highly-correlated sub-directories are registered in the
same directory).

Applications and directories allocated in the memory 52
each have a persona identification code defining region. A
personal identification code can be set for each application or
directory. The right to access the memory 52 is controlled in
application units and in directory units. The hierarchical
structure, the hierarchical control over the access right, and
the personal identification code defining region in the
memory 52 will be described in detail later.

The checker 53 checks a personal identification code sent
via the wired interface 54 against a personal identification
code set in the memory region allocated to each application or
directory and permits access to the memory region if the
personal identification codes match each other. Information
can be read from and written to the access-permitted memory
region by the reader/writer 101 via the RF unit 51.

The personal identification code sent via the wired inter-
face 54 is, in short, the personal identification code input from
the user using the mobile terminal 10. In other words, accord-
ing to this embodiment, the user can input a personal identi-
fication code using the user’s mobile terminal 10 the user is
familiar with, instead of using a user interface of the external
apparatus 100 the user is unfamiliar with, and the input per-
sonal identification code is thus checked.

FIG. 5 schematically shows an example of the configura-
tion of the memory space in the memory 52 shown in FIG. 4.
In the example shown in the diagram, directory 1 correspond-
ing to a root directory includes application 1A and application
1B, and directory 2 that corresponds to a sub-directory.

Under directory 2, application 2A, and directory 3-1 and
directory 3-2 corresponding to sub-directories are included.

Under directory 3-1, application 3-1A and application
3-1B are included. Under directory 3-2, application 3-2A,
application 3-2B, and application 3-2C are included.

As shown in FIG. 5, each application and directory allo-
cated on the memory 52 is provided with a personal identifi-
cation code defining region. FIG. 6 schematically shows the
data structure of the personal identification code defining
region. As shown in the diagram, the personal identification
code defining region has a personal identification number
region, a region for storing the number of input failures, a
region for setting the maximum permissible number of input
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failures, a region for selecting whether to use a personal
identification code, and an access permission flag.

When the user wants to access an application or directory,
the user is prompted by the IC chip 50 to input a personal
identification code. For example, a beep is emitted by the
mobile terminal 10 or a dialog is displayed on the display unit
13 to prompt the user to input a personal identification code.

Only when the personal identification code input from the
user matches the correct personal identification code, the
access permission flag is put up in the personal identification
code defining region in the corresponding application or
directory, and access thereto is thus permitted.

The access permission flag indicates whether or not the
corresponding application or directory is accessible. The
application or directory having set therein the access permis-
sion flag is accessible. In a default setting, the access permis-
sion flag in each application or directory for which a personal
identification code is set is inaccessible. After personal iden-
tification code checking or authentication using a private key
succeeded, the access permission flag is set to allow the
application or directory to become accessible. If the access
permission flag is continuously set, the user may suffer from
damage in case of loss or theft of the IC chip 50 or the mobile
terminal 10 since the applications and directories may be used
without permission or used fraudulently. The IC chip 50
according to this embodiment has a mechanism for automati-
cally changing the accessible state to the inaccessible state,
which will be described in detail later.

The record in the region for storing the number of input
failures is updated every time an incorrect personal identifi-
cation code is input. When the number of input failures
reaches the maximum permissible number of input failures
set in the region for setting the maximum permissible number
of input failures, access to the corresponding application or
directory is denied.

In general, the number of input failures should be cleared
once the user succeeds in inputting the correct personal iden-
tification code. This scheme prevents a malicious user from
checking every possible personal identification code to detect
the correct personal identification code. When the user inputs
incorrect personal identification codes and the number of
input failures reaches the maximum permissible number of
input failures, input of the personal identification code fails.
In this case, only a manager managing the IC chip 50 may
clear the region for storing the number of input failures. The
manager may be authenticated by, for example, a private key,
which will be described later.

When a personal identification code for a directory is input
and access to the directory is thus permitted, access to all
applications and directories below the directory may be per-
mitted. For example, as in directory 2 shown in FIG. 5, a
personal identification code for the directory itself and a
personal identification code for a sub-directory(s) are indi-
vidually arranged, thereby setting the personal identification
code for controlling the right to access only applications
belonging to directory 2 and the personal identification code
for controlling the right to access only sub-directories 3-1 and
3-2 below directory 2.

The region for setting whether to use a personal identifica-
tion code, which is in each personal identification code defin-
ing region, is used to select whether to set a personal identi-
fication code for the target region. Specifically, when a
personal identification code is set, access to the correspond-
ing application or directory is permitted if authentication by
the personal identification code is successful. In contrast, an
application or directory for which no personal identification
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code is set does not require personal identification code
checking, and access to that application or directory is thus
unrestricted.

In addition to a personal identification code, a private key
may be set for each application or directory. In addition to
authentication using input of a personal identification code,
the private key may also be used as authentication means.

FIG. 7 is a flowchart showing a process of controlling the
right to access a directory or application in accordance with a
personal identification code input from the user.

When the user inputs a personal identification code (step
S1), the checker 53 accesses the personal identification code
defining region of an application or directory in the memory
space to determine whether or not the input personal identi-
fication code matches a personal identification code set for
the application or directory (step S2).

When the personal identification code set for the applica-
tion or directory matches the personal identification code
input from the user, the access permission flag in the personal
identification code defining region in the application or direc-
tory is setto make the application or directory accessible (step
S3).

For example, the personal identification code input from
the user using the user input unit 12 of the mobile terminal 10
may be sent via the wired interface 54 to the IC chip 50.
Alternatively, the IC chip 50 is held above the reader/writer
101 of the external apparatus 100, and a personal identifica-
tion code input using the user interface of the external appa-
ratus 100 is sent via a wireless interface, which is the RF unit
51, to the IC chip.

FIG. 8 is a flowchart showing a process of controlling the
right to access a directory or application using a private key in
place of a personal identification code input from the user.

Using a private key set for a desired directory or applica-
tion, authentication processing is performed with a predeter-
mined certifying authority (step S11).

When authentication succeeded (step S12), the access per-
mission flag in the personal identification code defining
region of the directory or application is set to enable the
directory or application to be accessible (step S13).

Needless to say, the right to access an application or direc-
tory may be controlled by a combination of checking a per-
sonal identification code input from the user, such as that
shown in FIG. 7, and authentication processing using a pri-
vate key, such as that shown in FIG. 8. In such a case, an
application or directory is protected from being used without
permission or being used fraudulently at a higher security
level.

When the right to access an application or directory is
controlled using a personal identification code such as that
shown in FIG. 7, a malicious user may check every possible
personal identification code to destroy the security (espe-
cially when a personal identification code having a small
number of digits is used). In this embodiment, the maximum
permissible number of inputs is set in the personal identifica-
tion code defining region. An application or directory in
which the number of input failures reaches the maximum
permissible number of inputs is set to be inaccessible, thus
performing access control.

FIG. 9 is a flowchart showing a process of controlling the
right to access an application or directory using the number of
failures of input of the personal identification code.

When the user inputs a personal identification code (step
S21), the checker 53 accesses the personal identification code
defining region of an application or directory in the memory
space and determines whether or not the input personal iden-
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tification code matches a personal identification code for the
application or directory (step S22).

When the personal identification code for the application
or directory matches the personal identification code input
from the user, the access permission flag in the personal
identification code defining region is set to enable the corre-
sponding application or directory to be accessible (step S23).

In contrast, when the personal identification code for the
application or directory does not match the personal identifi-
cation code input from the user, the number of input failures
in the personal identification code defining region is updated
(step S24).

In step S25, it is determined whether or not the updated
number of input failures has reached the maximum permis-
sible number of inputs set in the personal identification code
defining region (step S25).

If the number of input failures has reached the maximum
permissible number of inputs, the setting of the access per-
mission flag in the personal identification code defining
region is cleared to make the corresponding application or
directory accessible (step S26).

As a result, the act of checking every possible personal
identification code by a malicious user is prevented.

When the user inputs incorrect personal identification
codes and the number of input failures reaches the maximum
permissible number of input failures, input of the personal
identification code fails. In this case, only a manager manag-
ing the IC chip 50 may clear the region for storing the number
of input failures. The manager may be authenticated using,
for example, a private key.

For example, if a known ATM card is lost, funds in the
account are protected when the card owner reports the loss to
a bank handling the account to suspend any transaction using
the bank account since the funds themselves are not stored in
the card. In contrast, in a case of an IC chip having a memory
region, highly-negotiable value information, such as elec-
tronic money or an electronic ticket, is stored in a semicon-
ductor memory in the IC chip. When the lost IC chip is found
by a malicious person, it is very likely that the IC chip is
fraudulently used to cause economical damage.

In this embodiment, in response to turning off the power of
the IC chip 50 (or the mobile terminal 10 having the IC chip
50 embedded therein), the access permission flags in all per-
sonal identification code defining regions are cleared to auto-
matically deny access to all applications and directories. [f the
IC chip 50 is lost, this scheme prevents the IC chip 50 from
being maintained as accessible and from being used fraudu-
lently by a malicious user.

FIG. 10 schematically shows the mechanism for automati-
cally setting the accessible memory region to be inaccessible
by cutting off power. The mechanism shown in the diagram is
implementable using a storage medium such as a semicon-
ductor memory in which the contents of the memory region
are maintained by receiving power supply (volatile type).

Access permission flags 201-1 to 201-n are provided, as
shown in FIG. 6, in the personal identification code defining
regions for applications and directories to which the memory
region is allocated. In each of the access permission flags
202-1 to 201-n, contact A and contact B are arranged. The
ends of contact A can be connected to the ends of contact B via
switches SW1 and SW2 arranged in parallel. Opening both
contact A and contact B sets the corresponding application or
directory to be accessible, whereas shorting contact A and
contact B sets the corresponding application or directory to be
inaccessible.

Access-permission-flag controllers 202-1 to 202-n are pro-
vided in the IC chip 50, and the number of access-permission-

20

25

30

35

40

45

50

55

60

65

18

flag controllers 202-1 to 202-n is equal to the number of
access permission flags (that is, equal to the total number of
applications and directories allocated to the memory region).

When the IC chip 50 is turned on, switch SW1 shown in the
diagram is open.

In normal operation, in order to permit access to the cor-
responding application or directory in response to input of a
personal identification code, the access-permission-flag con-
troller 202 opens switch SW2 in the corresponding access
permission flag 201. As a result, both contact A and contact B
are open, and the access permission flag 201 is set to the
accessible state.

In order to deny access, switch SW2 is shorted. Regardless
of the state of the other switch, that is, SW1, contact A and
contact B are shorted, thus setting the access permission flag
to the inaccessible state.

If the IC chip 50 (or the mobile terminal 10 having the IC
chip 50 embedded therein) is turned off in the accessible state
in which switch SW is open, the power supply voltage is
reduced from the initial voltage VCC to 0[V], and a threshold
voltage Vth therebetween is detected by a voltage detector
203. Inresponse to detection of the threshold voltage Vth, the
power supply voltage detector 203 shorts all switches SW1 in
the access permission flags 201-1 to 201-n. Regardless of the
state of the other switches SW2, contacts A and contacts B in
the access permission flags 201-1 to 201-n are shorted.
Accordingly, all access permission flags are changed to the
inaccessible state at the same time.

C. Second Embodiment

FIG. 11 illustrates the internal functional configuration of
an IC chip 50 embedded in a mobile terminal 10 according to
a second embodiment of the present invention.

As shown in the diagram, the IC chip 50 includes an RF
unit 51 having connected thereto an antenna for establishing
a wireless link with a reader/writer 101 of an external appa-
ratus 100, a memory 52 having a storage region individually
allocated to each application, such as purchased-ticket infor-
mation or depositor information (electronic money) at a bank,
a checker 53 for comparing and checking a personal identi-
fication code, a wired interface 54, and a controller 55 for
controlling the components in a general manner.

The controller 55 is formed by integrating a CPU (Central
Processing Unit), a ROM (Read Only Memory), a RAM
(Random Access Memory), and the like. The controller 55
executes program code stored on the ROM to control the
internal operation of the IC chip 50. Also, the controller 55
communicates with a controller 11 of the mobile terminal 10
via the wired interface 54.

Inthe memory 52, each application is allocated a region. In
the example shown in the diagram, application A, application
B, and application C are allocated individual regions on the
memory 52. If necessary, a personal identification code for
identification or authentication is set for each application. The
region allocated to each application includes a personal iden-
tification code region for storing a personal identification
code.

The memory 52 can be implemented as any type of read-
able/writable storage medium, such as a semiconductor
memory or a magnetic stripe, and is not limited to a particular
device.

In this embodiment, the checker 53 checks a personal iden-
tification code sent via the wired interface 54 against a per-
sonal identification code set in the memory region allocated to
each application. If the personal identification codes match
each other, access to the corresponding memory region is
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permitted. Information can be read from or written to the
access-permitted memory region by the reader/writer 101 via
the RF unit 51.

The personal identification code sent via the wired inter-
face 54 is, in short, the personal identification code input from
the user using the mobile terminal 10. In other words, accord-
ing to this embodiment, the user can input a personal identi-
fication code using the user’s mobile terminal 10 the user is
familiar with, instead of using a user interface of the external
apparatus 100 the user is unfamiliar with, and the input per-
sonal identification code is thus checked.

FIG. 12 is a flowchart showing a process of permitting
access to an application allocated to the memory 52 by check-
ing a personal identification code input from a user input unit
11 of the mobile terminal 10. With reference to the flowchart
of FIG. 12, the process of permitting access to the application
will now be described.

The user uses the user input unit 11 of the mobile terminal
10 to input a personal identification code (step S101).

The personal identification code input in this manner is
transferred to the checker 53 in the IC chip 50 via the wired
interface 52 (step S102).

The checker 53 checks the personal identification code
input via the user input unit 12 against a personal identifica-
tion code set for each application allocated to the memory 52
(step S103).

As a result of checking, the user is given a right to access
the application in which the personal identification codes
match each other (step S104). A storage region allocated to
the access-permitted application becomes accessible by the
reader/writer 101 using wireless communication.

Needless to say, the checker 53 not only checks a personal
identification code received via the wired interface 54 (that is,
input from the user using the mobile terminal 10), but also
checks a personal identification code received via the RF unit
51 (that is, input from the user using the external apparatus
100).

When a series of transactions with the reader/writer 101 is
completed after access has been permitted, the controller 55
analyzes the completion and sends the analysis result via the
wired interface 54.

Alternatively, after normal or abnormal termination of the
transactions, the controller 55 waits for a command from the
wired interface 54 or waits for the mobile terminal 10 itself'to
be turned off (that is, waits for electromagnetic waves from
the reader/writer 50 to be stopped to cause the IC chip 50 to be
deactivated). In this case, after a predetermined period of time
elapses, the controller 11 of'the mobile terminal 10 having the
IC chip 50 embedded therein performs termination process-
ing such as sending the next command to the IC chip 50 or
turning off the IC chip 50.

FIG. 13 is a flowchart showing a process of controlling the
right to access an application on the basis of a result of
detecting electromagnetic waves sent from the external appa-
ratus 50. In accordance with the flowchart, control over the
right to access the application will now be described.

In a period during which the IC chip 50 is wirelessly
connected with the external apparatus 100 via the RF unit 51,
the controller 55 determines at all times whether or not elec-
tromagnetic waves are received via the RF unit 51 (step
S111).

In response to detecting no electromagnetic waves, it is
determined that a series of transactions between the external
apparatus 100 and the IC chip 50, which are wirelessly con-
nected with each other via the RF unit 51, is terminated (step
S112).
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The controller 55 performs termination processing to ter-
minate the transactions with the external apparatus 100 (step
S113). As a result, the right given to the external apparatus
100 to access the application disappears.

As a result, after being used, the IC chip 50 is not main-
tained in a state in which each application is accessible. For
example, when the mobile terminal 10 is lost or stolen, unau-
thorized use of each application is prevented. The user is thus
prevented from suffering from unauthorized use or theft of
value information such as electronic money.

FIG. 14 is a flowchart showing a process of controlling the
right to access an application on the basis of a response from
the external apparatus 100 in response to a command sent
from the IC chip 50. In accordance with the flowchart, control
over the right to access the application will now be described.

When the controller 55 sends a command to the external
apparatus 100 via the RF unit 51 (step S121), the controller 55
determines whether or not a response in response to the com-
mand has been given (step 1522).

When no response is received within a predetermined
period of time after sending the command (step S123), it is
determined that a series of transactions between the IC chip
50 and the external apparatus 100 has been terminated nor-
mally or abnormally (step S124), and termination processing
to terminate the transactions with the external apparatus 100
is performed (step S125).

As aresult, after the wireless link with the external appa-
ratus 100 is broken, the IC chip 50 is not maintained in a state
in which the right to access each application is given. For
example, when the mobile terminal is lost or stolen, unautho-
rized use of each application is prevented. The user is thus
prevented from suffering from unauthorized use or theft of
value information such as electronic money.

Prior to receiving a personal identification code via the
wired interface 54, the IC chip 50 performs wireless commu-
nication with the reader/writer 55 via the RF unit 41 and
sends/receives data to/from the external apparatus 100. Sub-
sequently, when data is to be sent and received further, the
controller 55 detects that authentication using a personal
identification code is necessary and sends the detection result
to the controller 11 of the mobile terminal 10 via the wired
interface 54.

FIG. 15 is a flowchart showing a process of prompting the
user to input a personal identification code to the mobile
terminal in response to establishment of a wireless link
between the IC chip 50 and the external apparatus 100 via the
RF unit 51.

The controller 55 determines at all times whether or notthe
IC chip 50 is wirelessly connected with the external apparatus
100 via the RF unit 51 (step S131).

When the IC chip 50 is connected with the external appa-
ratus 100 via the RF unit 51 and power is supplied to the IC
chip 50, the controller 55 notifies, via the wired interface 54,
the controller 11 of the mobile terminal 10 of the necessity to
input a personal identification code for accessing the memory
52 (step S132).

Inresponse to the notification, the mobile terminal 10 emits
abeep ordisplays a dialog on the display unit 12 to prompt the
user to input a personal identification code for using a desired
application (step S133).

Accordingly, the user is reliably reminded of the necessity
to input a personal identification code when the user holds the
mobile terminal above the external apparatus to use an appli-
cation. Application use in every aspect of the user’s everyday
life is thus facilitated.
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D. Third Embodiment

FIG. 16 schematically shows the hardware configuration of
amobile terminal 10-2 according to a third embodiment of the
present invention.

The mobileterminal 10-2 shown in the diagram includes an
IC chip 50 which is driven by receiving power using wireless
communication with an external apparatus and which has a
memory function, a controller 11 for controlling the overall
internal operation of the mobile terminal 10, a user input unit
12 formed of keys/buttons for inputting by the user various
character strings and commands, such as a personal identifi-
cation number or password, and a display unit 13, such as an
LCD (liquid Crystal Display), for displaying the processing
result. Needless to say, the mobile terminal 10-2 may include
peripheral units and circuit components other than those
shown in the diagram in order to implement the primary
function of the mobile terminal 10-2.

The IC chip 50 includes a wireless interface 14 for estab-
lishing a wireless link with an external apparatus 100 and a
wired interface 15 for establishing a wired connection with
the controller 11 of the mobile terminal 10. The wireless
interface 14 uses, for example, a contact interface standard
defined by ISO 7816 or a wireless interface standard defined
by ISO 14443 (the same as above).

The IC chip 50 is manufactured by adopting, for example,
a contactless IC card technology. The IC chip 50 is driven by
electromagnetic waves received from the external apparatus
100 via the wireless interface. In other words, when the user
is not holding the mobile terminal 10 above the external
apparatus 100, electromagnetic waves from the external
apparatus 100 do not reach the mobile terminal 10, and the
operation of the IC chip 50 is deactivated. The right to access
the interior of the IC chip 50 thus disappears.

The IC chip 50 has a relatively-high-capacity memory
region. Such a memory region is made possible by miniatur-
ization technology. The memory region is formed of a semi-
conductor memory, a magnetic stripe, or other readable/writ-
able storage media. One or more applications are allocated on
the memory region. An example of application includes value
information, such as electronic money or an electronic ticket.

In order to protect this type of value information from
being used without permission or stolen, the right to access
each application is controlled using a personal identification
code such as a personal identification number or password in
application units. For example, a personal identification code
input via the wireless interface 14 or the wired interface 15 is
checked against a personal identification code for each appli-
cation, and the right to access each application is given when
the personal identification codes match each other.

The mobile terminal 10-2 is formed by providing a per-
sonal identification code storage region in the controller 11 in
the mobile terminal shown in FIG. 1. A personal identification
code corresponding to a program in the controller 11 is stored
in advance in the personal identification code storage region.
This enables the personal identification code corresponding
to the called program to be sent to the IC chip 50 via the wired
interface. The user is thus not required to sequentially input
personal identification codes in order to use the same appli-
cation stored in the IC chip 50, and the operability of the
apparatus is improved.

FIG. 17 is a flowchart of a process of omitting the inputting
of a personal identification code by activating a program.

A personal identification code for each application is reg-
istered in advance (step S141). The registered personal iden-
tification code is stored in a predetermined personal identifi-
cation number storage region in the controller 55.
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When the user wants to use an application, the user selects
a desired program from, for example, a menu list (not shown)
displayed on the display unit 13 (step S142).

As aresult, the controller 11 activates the selected program
(step S143).

The controller 11 reads a personal identification code for
the corresponding application in accordance with the acti-
vated program from the personal identification code storage
region and sends the personal identification code to the IC
chip 50 via the wired interface 15 (step S144).

As aresult, in the IC chip, the personal identification code
received via the wired interface 15 is checked against the
personal identification code set for each application allocated
to the memory region (step S145).

As aresult of checking, the user is given the right to access
the application in which the personal identification codes
match each other (step S146). The storage region allocated to
the application to which the access right is given is accessible
by the reader/writer 101 using wireless communication.

In such a case, the user selects a desired program from a
menu screen displayed on the display, and the corresponding
program is called to the mobile terminal. In response to the
activated program, a personal identification code for the cor-
responding application is input to the IC chip via the wired
interface, and the right to access the application is thus given.
The user can omit the inputting of a personal identification
code for a desired application, and the operability of the
apparatus is improved.

With reference to the specific embodiments, the present
invention has been described in detail. However, it is to be
understood that various modifications and substitutions can
be made by those skilled in the art without departing from the
scope of the present invention.

In this specification, cases have been described in which
the IC chip according to the present invention is used by being
embedded in the mobile terminal such as a cellular phone or
PDA. However, the scope of the present invention is not
limited to these cases. The merits of the present invention are
similarly achieved by, for example, using the IC chip in a
stand-alone manner or by embedding the IC chip in another
type of device and using the IC chip.

In short, the present invention has been disclosed by
examples for illustration purposes, and the description should
not be interpreted in a limited manner. The scope of the
present invention is to be determined solely by the appended
claims.

According to the present invention, there are provided an
improved information storage medium which can be used be
being placed in an information processing apparatus, such as
a cellular phone or PDA (Personal Digital Assistant), an IC
chip with a memory region, an information processing appa-
ratus having the IC chip with the memory region, and a
memory management method for the information storage
medium.

According to the present invention, there are provided an
improved information storage medium which has a memory
region and which efficiently controls the right to access each
application allocated to the memory region, an IC chip with a
memory region, an information processing apparatus having
the IC chip with the memory region, and a memory manage-
ment method for the information storage medium.

According to the present invention, the memory region on
the IC chip has a hierarchical structure. Each application
allocated to the memory region is registered in a directory.
The memory region is efficiently managed in directory units.

According to the present invention, a personal identifica-
tion code is set for each application and directory. As the case
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may be, the access right is controlled in application units or in
directory units. For example, for all applications included in
a directory, an identification or authentication scheme having
the same usability as the existing IC chip may be provided.

According to the present invention, when the IC chip or the
mobile terminal having the IC chip embedded therein is lost,
the right to access each application in the IC chip automati-
cally disappears. Accordingly, the IC chip or the mobile ter-
minal is protected against fraudulent use by others.

Identification or authentication using the IC chip according
to the present invention may be performed in conjunction
with authentication using a private key. As a result, value
information such as electronic money can be handled with
higher security.

According to the present invention, for example, when the
IC chip embedded in the mobile terminal is used as a bank
card, identification or authentication processing is performed
on the user by inputting, by the user, a personal identification
number using the mobile terminal the user is familiar with.
This results in minimization of the amount of operation that
the user has to perform using a bank’s ATM terminal the user
is unfamiliar with.

According to the present invention, holding the mobile
terminal towards, for example, an ATM terminal in a bank
causes the ATM terminal to prompt the mobile terminal to
input an appropriate personal identification code.

According to the present invention, a program and a per-
sonal identification code are associated with each other in the
mobile terminal. Therefore, for example, when a bank’s bal-
ance-of-account displaying program is called, the personal
identification number is automatically called.

The invention is claimed as follows:

1. A mobile terminal apparatus comprising:

a memory region;

one or more applications allocated to the memory region,
wherein a right to access each application is controlled
by at least one of a plurality of personal identification
codes;

an input unit configured to input a personal identification
code;

a checking unit configured to check the input personal
identification code with a personal identification code
for one or more applications; and

an access-right control unit configured to give, as aresult of
checking by the checking unit, a right to access the one
ormore applications in which the personal identification
codes match, and

in response to the personal identification code input from
the input unit matching a set additional personal identi-
fication code, set all applications in the corresponding
memory region to be accessible,

wherein upon detecting no electromagnetic waves being
received from the external apparatus, the access-right
control unit is configured to terminate transactions with
the external apparatus and set the one or more applica-
tions to be inaccessible.

2. The mobile terminal apparatus of claim 1, wherein the
access-right control unit is configured to set one or more
applications for which the personal identification code is/are
set to be inaccessible in a default setting.

3. The mobile terminal apparatus of claim 1, wherein the
access-right control unit is configured to set all applications to
be inaccessible in which a predetermined time elapses.

4. The mobile terminal apparatus of claim 1, wherein the
access-right control unit is configured to permit the external
apparatus to access the application for which the access right
is given.
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5. The mobile terminal apparatus of claim 1, wherein the
checking unit is configured to check the input personal iden-
tification code with each personal identification code that is
set for each application allocated to the memory region.

6. The mobile terminal apparatus of claim 1, wherein a
predetermined amount of time begins when a command is
sent by the mobile terminal apparatus to the external appara-
tus.

7. A method of operating a mobile terminal apparatus
including a memory region and instructions, the method com-
prising:

(a) causing a processor to execute the instructions to con-
trol a right to access each of at least one applications by
at least one of a plurality of personal identification
codes, each of said at least one applications being allo-
cated to the memory region;

(b) causing an input unit to input a personal identification
code;

(c) causing the processor to execute the instructions to
check the input personal identification code with at least
one ofthe plurality of personal identification codes for at
least one application;

(d) causing the processor to execute the instructions to
provide, as a result of said checking, a right to access the
at least one application in which the personal identifica-
tion codes match;

(e) causing the processor to execute the instructions to, in
response to the personal identification code input from
the input unit matching a set additional personal identi-
fication code, set all applications in the corresponding
memory region to be accessible; and

() causing the processor to execute the instructions to,
upon detecting no electromagnetic waves being received
from the external apparatus, terminate transactions with
the external apparatus and set the one or more applica-
tions to be inaccessible.

8. The method of claim 7, which includes causing the
processor to execute the instructions to set one or more appli-
cations for which the personal identification code is/are set to
be inaccessible in a default setting.

9. The method of claim 7, which includes causing the
processor to execute the instructions to set all applications to
be inaccessible in which a predetermined time elapses.

10. The method of claim 7, which includes causing the
processor to execute the instructions to permit the external
apparatus to access the application for which the access right
is given.

11. The method of claim 7, which includes causing the
processor to check the input personal identification code with
each personal identification code that is set for each applica-
tion allocated to the memory region.

12. The method of claim 7, further including:

send a command to the external apparatus,

wherein a predetermined amount of time begins when the
command is sent to the external apparatus.

13. A non-transitory computer-readable storage medium
storing instructions structured to cause a mobile terminal
apparatus including a memory region and an input unit to:

(a) control a right to access each of one or more applica-
tions by at least one of a plurality of personal identifica-
tion codes, each of the one or more applications being
allocated to the memory region;

(b) input a personal identification code;

(c) check the input personal identification code with a
personal identification code for one or more applica-
tions;
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(d) give, as a result of said checking, a right to access the
one or more applications in which the personal identifi-
cation codes match;

(e) in response to the personal identification code input
from the input unit matching a set additional personal
identification code, set all applications in the corre-
sponding memory region to be accessible; and

(f) upon detecting no electromagnetic waves being
received from the external apparatus, terminate transac-
tions with the external apparatus and set the one or more
applications to be inaccessible.

14. The non-transitory computer-readable storage medium
of claim 13, wherein the instructions are further structured to
cause the mobile terminal apparatus to set one or more appli-
cations for which the personal identification code is/are set to
be inaccessible in a default setting.

15. The non-transitory computer-readable storage medium
of claim 13, wherein the instructions are further structured to
cause the mobile terminal apparatus to set all applications to
be inaccessible in which a predetermined time elapses.

16. The non-transitory computer-readable storage medium
of claim 13, wherein the instructions are further structured to
cause the mobile terminal apparatus to permit the external
apparatus to access the application for which the access right
is given.

17. The non-transitory computer-readable storage medium
of claim 13, wherein the instructions are further structured to
cause the mobile terminal apparatus to check the input per-
sonal identification code with each personal identification
code that is set for each application allocated to the memory
region.

18. The non-transitory computer-readable storage medium
of claim 13, wherein the instructions are further structured to
cause the mobile terminal apparatus to:

send a command to the external apparatus,

wherein a predetermined amount of time begins when the
command is sent to the external apparatus.

19. A mobile terminal apparatus comprising:

a memory unit including a memory area;

an input unit configured to input a personal identification
code;

a wireless interface configured to perform a wireless com-
munication with an external apparatus;

a wired interface configured to perform a wired communi-
cation in the mobile terminal apparatus; and

an access control unit configured to control access to the
memory area,

wherein the access control unit:

(a) sets the memory area to be accessible in response to the
personal identification code received from the input unit
via the wired interface matching a set personal identifi-
cation code,

(b) in response to the personal identification code input
from the input unit matching a set additional personal
identification code, sets all applications in the corre-
sponding memory region to be accessible, and

(c) upon detecting no electromagnetic waves being
received from the external apparatus, terminates trans-
actions with the external apparatus and sets the memory
area to be inaccessible.

20. The mobile terminal apparatus of claim 19, further
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an access denying unit configured to cause the memory
area to be inaccessible in response to cutting off the
power of the memory unit.
21. The mobile terminal apparatus of claim 19, wherein a
predetermined amount of time begins when a command is
sent by the wireless interface to the external apparatus.
22. A mobile terminal apparatus comprising:
a memory unit including a memory area;
an input unit configured to input a personal identification
code;
an access control unit configured to control access to the
memory area, wherein the access control unit:
(a) sets the memory area to be accessible in response to a
comparison of the personal identification code input
with a set personal identification code in which the per-
sonal identification codes match,
(b) in response to the personal identification code input
from the input unit matching a set additional personal
identification code, sets all applications in the corre-
sponding memory region to be accessible, and
(c) upon detecting no electromagnetic waves being
received from the external apparatus, terminates trans-
actions with the external apparatus and sets the memory
area to be inaccessible.
23. A mobile terminal apparatus comprising:
a memory region including one or more applications allo-
cated to the memory region, wherein a right to access
each application is controlled by at least one of a plural-
ity of personal identification codes; and
circuitry configured to:
receive a personal identification code input via an input
unit;

check the input personal identification code with a per-
sonal identification code for one or more applications;

give, as a result of checking by the checking unit, a right
to access the one or more applications in which the
personal identification codes match;

in response to the personal identification code input
from the input unit matching a set additional personal
identification code, set all applications in the corre-
sponding memory region to be accessible; and

upon detecting no electromagnetic waves being received
from the external apparatus, terminate transactions
with the external apparatus and set the memory region
to be inaccessible.

24. The mobile terminal apparatus of claim 23, wherein the
circuitry is configured to set one or more applications for
which the personal identification code is/are set to be inac-
cessible in a default setting.

25. The mobile terminal apparatus of claim 23, wherein the
circuitry is configured to set all applications to be inaccessible
in which a predetermined time elapses.

26. The mobile terminal apparatus of claim 23, wherein the
circuitry is configured to permit the external apparatus to
access the application for which the access right is given.

27. The mobile terminal apparatus of claim 23, wherein the
circuitry is configured to check the input personal identifica-
tion code with each personal identification code that is set for
each application allocated to the memory region.
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